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LED Type
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Lifespan

Warranty
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Grounding Resistance

Electromagnetic Compatibility

Dimension

Gross Weight

LIFESPAN & 
ENVIRONMENT

UL1598,UL8750, EN60598, EN61347-2-13, EN62031, EN62471

89%

Philips 

3530

60 PCS

150LM/W

OTHERS
Pls refer to attached diamension drawing

5 Years

50W

5050 LM

101 LM/W

>80

22-36VDC

LED

-40℃—+80℃ , 10—90% RH

I/P-FG: 2121VDC

LED DRIVER

Model：

OVERALL LAMP 
PARAMETERS

100-277VAC

PF≥0.9

103°

AdC12 Aluminium Heat Sink + High Light Transmittance PC

71333

SAFETY&EMC

0.6A Max

25A 100mΩ

EN55015, EN61000-2-3, EN61000-3-3, EN61547

5000K

8.8 Lbs

50000Hrs.

IP65 Wet Location Rated

-40°F—+131°F

Twist Lock included

1.38A

71333
LED Dusk To Dawn 

(Area Light)
QPL ID # 

PL9VEEJV45OQ



Dimension： 71333

www.morrisproducts.com

dusk-to-dawn photocell

342 [13 1/2' ] 
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