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Direct Drive Furnace Blower Motors

JARD direct drive blower motors
are Ideal for use in commercial 
and residential furnaces and
air-conditioners. All models are
three speed standard efficiency
and are electrically reversible.

Features:
•   All angle sleeve bearing

•   Rheem mounting holes

•   3 speeds

•   1/2 inch extended thru bolts

•   2-1/4 inch resilient rings

•   4 inch long, 1/2 inch 
diameter shaft

Specifications:
•   Class “B” insulation

•   Single phase, 60 Hertz

•   Thermal overload protected

•   Fan duty, continuous, air over

•   Open construction

•   26 & 30 inch leads

•   UL Recognized

1075 RPM – Three Speed – Reversible Rotation

22583 1/4 Rev 115 4.2 5/370 OAO Sleeve 4.50 4.89 1/2 26"

22584 1/4 Rev 208-230 1.8 5/370 OAO Sleeve 4.50 4.89 1/2 26"

22585 1/3 Rev 115 6.1 5/370 OAO Sleeve 4.50 5.14 1/2 30"

22586 1/3 Rev 208-230 2.7 5/370 OAO Sleeve 4.50 5.14 1/2 26"

22587 1/2 Rev 115 7.5 10/370 OAO Sleeve 4.50 5.89 1/2 30"

22588 1/2 Rev 208-230 3.2 7.5/370 OAO Sleeve 4.50 5.64 1/2 30"

22589 3/4 Rev 115 11.2 15/370 OAO Sleeve 4.50 6.14 1/2 30"

22590 3/4 Rev 208-230 4.5 10/370 OAO Sleeve 4.50 6.14 1/2 30"
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JARD
NO. ECONOMASTER SMART 

ELECTRIC
WAGNER/

DIVERSITECH PACKARD US MOTORS/
EMERSON

22583 EM3583 SE3583 WG840583 43583 1863
22584 EM3584 SE3584 WG840584 43584 1971
22585 EM3585 SE3585 WG840585 43585 1864
22586 EM3586 SE3586 WG840586 43586 1972
22587 EM3587 SE3587 WG840587 43587 1865
22588 EM3588 SE3588 WG840588 43588 1973
22589 EM3589 SE3589 WG840589 43589 8904
22590 EM3590 SE3590 WG840590 43590 8905

Cross Reference:

Multi-Horsepower 
Direct Drive Motors

JARD multi-horsepower direct 
drive blower motors are used in 
residential and commercial
furnaces, air conditioners,
exhaust fans, and other air
handling equipment installed in
clean and dry environments. Four
models cover both 115 and 
208-230 volt applications from 1/6
through 3/4 HP. All models feature
Rheem shell mounting holes.

Features:
• Rheem mounting holes

• Reversible rotation

• 2-1/4 inch resilient rings

Specifications:
• Class “B” insulation

• Single phase, 60 Hz

• Thermal overload protected

• 41 inch leads

•   UL Recognized

JARD
NO. ECONOMASTER SMART 

ELECTRIC
WAGNER/

DIVERSITECH PACKARD US MOTORS/
EMERSON

22463 EM3463 SE3463 WG840463 45460 5460
22464 EM3464 SE3464 WG840464 45461 5461
22466 EM3466 SE3466 WG840466 45470 5470
22467 EM3467 SE3467 WG840467 45471 5471

Cross Reference:

1075 RPM - Four Speed - Reversible Rotation

22463 1/6 - 1/2 Rev 115 OAO Sleeve 5.50 4.73 1/2 42"

22464 1/6 - 1/2 Rev 230 OAO Sleeve 5.50 4.73 1/2 41"

22466 1/5 - 3/4 Rev 115 OAO Ball 5.80 5.73 1/2 41"

22467 1/5 - 3/4 Rev 230 OAO Ball 4.60 5.23 1/2 41"
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