
General Area Illumination
Topaz’s LED Dusk-to-Dawn fixture provides security 

lighting to walkways, areas of egress, parking areas 

and gathering spots. The LED Dusk-to-Dawn fixture 

operates at 120-277 volts, and can mount to walls or 

sealed junction boxes. It is ideal for outdoor lighting 

applications with mounting up to 20 feet and in areas 

that require a wide distribution of light.

FEATURES
• Die cast aluminum housing with integrated thermal
 management and impact resistant prismatic 
 polycarbonate optical lens.

• Stainless steel hardware

• Up to 115 LPW

• 120/277V Photocell included

• Dark bronze or gray powder coat 

• Mounts directly to wall or to pole with arm kit included

APPLICATIONS 
• Pedestrian walkways, area of security

• Yard and dock illumination

• General area lighting
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SPECIFICATIONS / ORDER INFO
  Order UPC     HID Typical Mounting
Catalog Number Code Code Color Lumens Watts LPW Replacement Height PK-QTY DLC ID

F-D2D-40W/50K/BZ-67 73472 751338022997 Bronze 4,503 40 113 175W 10 to 15 Ft 1 PL5G9JNDSDBW
F-D2D-40W/50K/GR-67 73473 751338023000 Gray 4,503 40 113 175W 10 to 15 Ft 1 PL5G9JNDSDBW
F-D2D-55W/50K/BZ-67 73475 751338023017 Bronze 6,319 55 115 250W 15 to 20 Ft 1 PLVTMNMJQLNL
F-D2D-55W/50K/GR-67 73476 751338023031 Gray 6,319 55 115 250W 15 to 20 Ft 1 PLVTMNMJQLNL

NOMENCLATURE
Example:  F-D2D-40W/50K/BZ
F=Fixture / D2D=Dusk-to-Dawn / 40W=40 Watt / 50K=5000K CCT / BZ=Bronze Finish

ENERGY SAVINGS
   Energy Saving,  Yearly Saving,  5 Year
 LED Watts HID Watts Watts Fixture Cost Savings

Based on 10 hours/day and .11¢/kwhr
F-D2D-40W 40 175 135 $54.20 $271.00
F-D2D-55W 55 250 195 $78.39 $391.50

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference received, 
including interference that may cause undesired operation. Specifications subject to change without notice.

FIVE (5) YEAR LIMITED WARRANTY: TOPAZ LIGHTING CORP. warrants to the original purchaser that all TOPAZ LED fixtures shall be free from defects of material and workmanship for a period of five (5) years from 
the date of purchase. Based on 12 hours of use per day. TOPAZ LIGHTING CORP. will, at its option, repair or replace without charge a defective LED fixtures that has not been misused, carelessly handled or improperly installed. 

Repair or replacement, as stated above, shall constitute the purchaser’s exclusive warranty, which does not extend to transportation, installation, labor or any other consequential charges. www.topaz-usa.com
Specifications subject to change without notice.

Input Voltage: 120-277V 50/60Hz
Average Rated Life (L70): 50,000 Hours
CCT: 5000K 
CRI: 70
Power Factor: >0.9
THD: <20%
Surge Protection: 4KV
IES Distribution: Type V
Ambient Operating Temp: 
    -40°F to 110°F
DLC Category: 
Outdoor pole/arm mounted 
area and roadway luminaire
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LED Dusk-to-Dawn Outdoor Fixture

GENERAL SPECIFICATIONS

40 Watt / 4,503 Lumens
Side doors, back doors, 
garages, and sheds

55 Watt / 6,319 Lumens
Roadways, parking lots, warehouses, 
building perimeters or areas requiring 
great amount of light

Replacement for 
250W HID

Replacement for 
175W HID
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